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Table 2. Mean Chemical Concentrations (ug/l) of RBCA Chemicals at LUST Sites with
Detections Compared to Tier 1 Groundwater Ingestion RBSL.

Chemical Groupl Recent Gasoline | Group 2 Diesel | Group 3 Old Gasoline | Tier 1 RBSL
Benzene 2835 150 599 5
Toluene 5500 289 1234 1000
Ethylbenzene 851 188 357 700
Xylene 4169 1434 3213 10,000
MTBE 2271 — 312 52
Maphthalene 258 101 249 417
Ethylene Dibromide 2.5 - --- 0.05
1,2 Dichloroethane 17 1.3 21 5

Table 3.  Mean Concentrations (ug/l} of RBCA PAH Chemicals at LUST Sites with Detections
Compared to Tier 1 Groundwater Ingestion RBSL.
Chemical Group 1 Group 2 Group 3 Old Tier 1 RBSL
Recent Gasoline Diesel Gasoline
Benzo (a) Anthracene 0.002 0.36 - 0.6
Fluorene 0.005 9.6 2.0 417
Phenanthrene - 2.3 270 417
Fluoranthene - 13.0 — 237
Acenapthene - 72 1.0 626
Anthracene --- 5.7 - 45
Pyrene - 9.8 - 148
Benzo (b) Fluoranthene - 0.44 - 0.6
Benzo (k) Fluoranthene - 0.16 - 4.3
Benzo (a) Pyrene - 0.46 - 0.2
Chrysene --- 0.73 - 2
Benzo (ghi) Perylene 0.29 0.3




The mean concentrations of benzene and MTBE are similar for the group 1 sites. A site by site
comparison of concentrations showed little statistical correlation however. At twenty-seven group
1 sites both MTBE and benzene were detected.

Figure 4 presents the results of a linear regression of benzene vs. MTBE concentrations at these
sites. The linear regression of this data yielded an r-squared of 0.48. Benzene concentrations
exceeded mtbe concentrations at nineteen of the sites (76%).

Figure 4. Actual vs. Predicted MTBE Concentrations (ug/l) at Group One Sites Where Both
MTBE and Benzene Were Detected.
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Table 4. Mean Benzene and MTBE Concentrations (ug/l) Statewide at Sites with Detections

in the Six IDEQ Regions.
IDEQ Regional Office | Benzene (pg/l) | MTBE (ng/l)
Boise 2545 2839
Coeur D’ Alene % 710 588
Idaho Falls 4288 2240
Lewiston 1902 2141
Pocatello 1157 1673
Twin Falls 327 81




Comparison with RBCA Groundwater Ingestion Criteria
Tables 5 and 6 present a comparison of detected concentrations of benzene and MTBE with

relevant groundwater cleanup criteria for the groundwater ingestion pathway from the idaho
RBCA Guidance Document.

For sites where benzene was detected ninety-three percent of these sites had concentrations which
exceeded one or all of the relevant RBCA groundwater ingestion criteria. For MTBE the same
value is sixty-two percent. A significantly greater percentage of sites with MTBE detections fell
below the most stringent criteria than sites with benzene detections (thirty-eight vs. eight percent).

These data would suggest that, at the present time, when impacts occur at petroleum release sites
with benzene and/or MTBE it is more likely that the benzene concentrations will dictating the
need for corrective action than mtbe concentrations. If the use or percentage of MTBE in
unleaded gasoline increases in idaho in the future the potential for increasing numbers of MTBE-
driven remedial actions is likely.

Table 5. Number of Sites (Percent of Totals) with Detectable Benzene Concentrations
Which Meet or Exceed Selected RBCA Groundwater Cleanup Criteria.

RBSL/SSTL Group 1

Concentration Recent G;?;;EIE Gr{g:s[:]ﬁlgm All Sites

Criteria (pg/l) Gasoline
< Tier 1 RBSL <5 3(6) 0(0) 3(12) 6(8)
Tier 1 RBSL =>5 <140 14 (29) 3 (60) 83D 25 (31)
Tier 2 Class 2
Residential > 140 <617 10 (20) 2 (40) 10 (38) 22 (28)
Tier 2 Class 2
Ol >617 22 (45) 0(0) 5(19) 27 (34)
Totals 49 5 26 B0

Data gathered for PAH constituents showed very few instances where concentrations exceeded
the RBCA groundwater ingestion criteria. For sites with detections only benzo(a)pyrene and

benzo(ghi)perylene concentrations met or exceeded the most stringent RBCA criteria. In the case
of benzo(a)pyrene two sites had detections and concentrations at both of these sites exceeded the
drinking water maximum contaminant level of 0.2 pg/l.



Table 6. Number of Sites with Detectable MTBE Concentrations Which Meet or Exceed
Selected RBCA Groundwater Cleanup Criteria.

RBSL/SSTL Cios
Concentration Criteria | Group1 | Group 2 3 P | Al Sites
(ngM)

< Tier 1 RBSL <52 8 (30) NA 6 (60) 14 (38)
Tier 1 RBSL >52 <261 4(14) NA 2 (20) 6 (16)
Tier 2 Class 2 >261 <511 5(19) NA 1(10) 6 (16)
Residential
Tier 2 Class 2 > 511 : 10 (37) NA 1(10) 11 (30)
Commercial
Totals 27 NA 10 37

SUMMARY AND CONCLUSIONS

+ MTBE was detected in approximately forty percent of all sites sampled and at fifty percent of
sites believed to be unleaded gasoline releases of recent origin. These percentages place Idaho

in the lower third to lower half of states reporting these figures in a recent EPA nationwide
survey of MTBE impacts (USEPA, 1998).

¢ Both MTBE and benzene were detected at 36 sites or forty-one percent of all gasoline sites.
Benzene concentrations were typically higher than MTBE concentrations where both
chemicals were present. Only weak correlations (r* = 0.48) were found between benzene and
MTBE concentrations at those sites where both chemicals were detected.

4 While all twelve PAH chemicals were detected, benzo(a)pyrene and benzo(ghi)perylene were

the only PAH RBCA chemicals that were detected with concentrations at or exceeding the
most stringent RBCA groundwater ingestion cleanup criteria.

4 Based on comparison to RBCA groundwater ingestion cleanup criteria benzene is more likely
to drive corrective action than MTBE. This conclusion is borne out by a review of RBCA
evaluations and corrective action plans being implemented at Idaho LUST sites with ground
water impacts. At these sites, which number over one hundred, less than ten percent of
corrective actions are driven by MTBE detections and concentrations.
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Appendix A. Table A-1 Chemical Concentrations {ug/T) Idaho MTBE Ground Water Evaluation

Effnl
 Begion | Group | Bemgens | Teluene | Benzene | Xylone | MTBE | Naphthalene | EDB | EDC | PAH | BAA | FL | PH (FLA | AC | AN | BY | BRF | BEF | BAP | C | BGHIP
Boise | 1 51 951 292 1350 0.5 171 i
 Boise 1 0.5 0.5 0.5 0.5 0.5 0.5 05 | o0s
Boise 1 257 114 7 ElE 0.5 8.5
Bis ! 99.1 s13 | 162 9 | 05 | 522 05 | 05
Boise 1| 14 11.9 m 3.5 0.5 552
Biss 1 514 2360 811 | 15320 0.5 567 05 | 05 B i
Baise i 1040 2150 &40 4660 1790 351 5
Baist 1 404 s1% 0.5 896 05 | &S 05 | 0s | os
Binise 1 0.5 0.5 0.5 0.5 0.5 0.5 05 | 05 | 05 BE
Boise 1 64 19 7 76 0.5 13 & s
Bigise 1 2980 1510 985 4640 0.5 145 : 5
Boise | 1 1520 6910 925 5130 0.5 794
Boise 1 783 12 540 14.8 9.3 244 0.5 1 f
Binise 1 0.5 0.5 i T 0.5 16 05 | 05 | 05
Boise 1 51 2 ] T E Y 915 0.5 557 3
Boise | I 18300 | 47900 | 2660 | 17600 | 15900 369 ] i ER
_Boise | 1 | 1290 1260 494 79 | 376 58.2 05 | 05| o5
Boise 1 4780 30 395 2160 195 021 | 993 | 05
Bioise 1 §320 | s3s00 | 3850 | 32700 0.5 73 B ]
Buise 1 25000 | 33500 | 6000 9400 2410 | 107
Boise 1 1540 1190 440 2880 214 113
Bioise 1 2000 | 1240 450 2040 240 435 R |l i &
Buise 1 0 | 193 EET] 79.2 403 333
Boise 1 11900 | 40200 | ZRED | 18700 162 75 163 | 41 A
Boise 1 200 T30 | THO 3200 0.5 1510 05 | o5 S
Tuise 1 15.9 R3S 286 110.7 0.5 927 05 | 05
Boise _ 1 37 1 7.5 7.5 0.5 11 EE
Beise | 1 7370 o | 137 6680 | 5530 164
Boise 1 1150 Zi60 124 705 o0 | w5
Boise BT 565 585 2560 | 3500 230 " L R
Bose | | 42 170 45 | 250 0.5 05
Boiss 2 0.5 0.5 05 [ os 0.5 05 05 | 05 | o5
Boise 2 05 L1 0.5 0.5 0.5 05 [o0o064 | 02 [0l | o0s [oosl [ 05| o5 [ o5 | o5 | os
Fise z &7 0.6 7.7 19 5.6 05 | 05 [ 05 |644| 05 | 05 | 298| 05 | 05 | 05 | 05
Boise 2 200 1700 70 9100 0.5 214 SR R T 0.3
Boise 2 489 w0 | 3 524 0.5 172 05 | 13 | o5
Boise 3 592 CTER 751 [ Y 05 | 05 | 05
Boise 3 0.53 0.1 0.33 163 0.5 4.1 N B B P T R A T T b =
Boise 3 35.1 247 95 | 11 | o5 183 05 | 05 | 05
oA | 1 601 225 B9.4 277 14.5 437 A b e
DA 1 s& (= T 7 0.5 z 0.5 0.5
cDA 1 29.6 4.3 9.3 1282 | 13 358 08 B i
CoA ] T T 0.5 0.57 0.45 1 05 | 05 L R N
cDA o 0.8 0.8 L& 53T 0.5
oa | 1 313 1120 252 1570 0.5 111
DA 1 3930 5 000 | 3210 | 3800 263
COA 1 676 1770 | 1 1650 126 i bl [ R n
CoA 2 0.5 0.5 339 | 7291 0.5 264 05 | os | 05 )
o 0.5 ] 4 45 0.5 3.5 036 | 10 | 42 | 43 | 05 | 05 | 1% | 044 | 022 | 071 | 066 029
CDA 3 270 1060 0.5 3740 0.5 250

Values of 0.5 indicate resulta below detection limits.




Appendix A. Table A-1 Chemical Concentrations (ug/l) Idaho MTBE Ground Water Evaluation

Edhyl
| Repion | Group | Beneene | Tolueme | Benzene | Xyleme | MIBE | Maphthalens | EDB | EDC | PAH | BAA | FL | PH | FLA | AC | AN | FY | BBF | BEF | BAP | € | BGHIP
CDA 3 | 513 L0040 1680 15350 0.5 1380 0.5 0.5
DA 3 0.5 0.8 0.5 0.5 0.5 0.5 0.5 0.5 | 0.5
CDA 3 492 1920 493 1890 | 137 7o 2 27 1
Idsho Falls | 1 05 | os 0.5 0.5 0.5 0.5 0.5 i
Tilaho Falls 1 0.5 0.5 0.5 0.5 0.5 143 0.5 0.002 | 0.005 k
MahoFalls | 1 | 27 | 665 40.5 766 3.51 144 05 | os -
Tdaho Falls 1 185 0.7 1.31 129 1% 1% s | 03| 05
Idaho Falls 1 559 527 195 Y 13 0.5 0.5
Tdsho Falls | 1 3190 2860 727 280 0.5 152 AT eS| N i
Lilaho Falls 1 22500 24200 2850 14300 | 13400 1850 0.5 0.5
Idho Falls | 2 0.5 05 0.3 0.5 0.5 0.5 0.5 05 | 05
Tdaho Falls 3 1.52 4.08 0.5 61,08 0.5 123 05 0.5
Idaho Falls | 3 0.5 12 388 | 1108 | 035 15 0.3 0.5
Tdaha Falls 3 3550 9960 1740 9620 25 595 0.5 05 ¥
Lewislon 1 LiMM 10 440 1500 450 85 0.5 0.5 o
Lewiston 1 13400 9580 0.5 20140 5490 212 0.3 85 ?
Lewiston 1 65 4519 1270 7416 454 314 0.5 0.5
Lewiston 3 87 0.68 567 | 504 | 05 | 63 05 | 05
Lewiston 3 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 ] Pl ¥ e
Lewiston 3 37 69.3 387 502 0.5 102 0.5 0.5 a0 B o
Lewiston E] 132 56.1 0.74 1112 0.5 I 0.5 0.5
Tewiston | 3 | 05 | 05 05 | a5 | 05 05 05 | 05
; Lewislon 3 7] 120 0.5 10 0.5 650 0.5 0.5 5
| Lewiston 3 0.5 05 | 05 0.5 0.5 0.5 0.5 0.5
Lewiston 3 307 3 188 &l 0.5 R1.2 05 43.9
Pocatello 1 0.5 0.5 0.5 0.81 0.5 L.14 0.5 0.5
Pocatello 1 83 0.5 0.5 0.5 05 ] DOl ) T o T s P I | T e TS e o
Focatell 2 0.5 0.5 0.5 0.5 0.5 0.5
Pocatello | 2 | 7 7 0.5 21.5 0.5 43 bty
Pocatells 2 0.5 0.5 0.5 0.5 173 WA | 29 | 05 | 25 [136] 114 | 71 | 03 01 | oz | o8
Pocatello 2 51 L6 5.1 152 0.5 0.5 e b
Pocatello 3 2370 2100 Ve .. T IR 1 Ol TR i Y Wl o 1
Pocatello 3 31 0.5 29.2 79.9 67 16.1 0.5 0.5
Pocatello 3 114 1730 256 28380 0.5 1500 0.5 05 |
Pocatelln E] 281 3 120 120 175
Pocatello 3 1110 TEMD 1210 11000 0.5 245 0.5 0.5 (o i e Y
Pozatello 3 3060 | 2580 | 4.94 | 3370 | 140 | 423 | 05 | 153
Pocatello 3 4 0.5 0.5 0.5 05 0.5 s 0.5
Pocatello | 1 5700 3010 1740 4660 5750 567 i
Twin Falls 1 468 537 .11 983 252 13.5 05 0.5 i P
Twin Falls 1 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 B i
Twin Falls 1 263 2.99 0.5 38.54 0.5 £.56 0.5 (L ey T ] (SR, 73] el ot EFc ) RV O IR, B P | )
Twin Falls 1 58.2 58.1 T2 3372 0.5 235 0.5 1.26
| TwinFalls | 3 | 8 | 133 W05 | 2275 | 05 | 901 03 0.5 | 0.5
Twin Falls 3 1300 &70 /70 1120 0.5 55 0.5 05 | 03
Twin Falls 3 616 295 146 668 11.9 648
Twin Falls 3 277 3.4 1.26 679 17 15 0.5 1.65 o i
TwinFalls | 3 05 0.5 0.5 0.5 L5 0.5 0.5 | 05 B
Twin Falls 3 177 564 0.5 1254 05 80,7 0.5 | 05 -
TwinFalls | 3 11.7 6.6 1.3 1571 | 299 | 123 05 | o0s S

Values of 0.5 indicate results balow detection limits.
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